
RIB 774 (A) - Data Sheet

Description

RIB 774 (A) is a low-section implement tire offering high

load capacity and a long tire life-cycle. It is suitable for hay

harvesting and transport applications with balers and

trailers.

UM

US Standard

Construction

BIAS

Machinery

Agriculture: Baler • Hay Harvester • Trailer

SIZE Version USACode LI/SS FREE
ROLLING

PR RIM REC RIM
ALT

SW OD SLR RC Type ECE

18 X 8.50 - 8 ARAMID
BELTED

94064809 85 A8 6 7.00 I - 55 ; I - 70 ; I -
90

8.9 18.1 8.5 54.7 TL E11-106R-
006268

18 X 8.50 - 8 STANDARD 94056910 85 A8 6 7.00 I - 55 ; I - 70 ; I -
90

8.9 18.1 8.5 54.7 TL E11-106R-
004622

200/60 -
14.5

HD 94053216 106 A8 10 AG 6.75 8.3 24 11.3 74.3 TT E11-106R-
005259

200/60 -
14.5

STANDARD 94010974 106 A8 10 AG 6.75 8.3 24 11.3 74.3 TT E4-106R-
002664

200/60 -
14.5

STANDARD 94026302 106 A8 10 AG 6.75 8.3 24 11.3 74.3 TL E4-106R-
002664

200/60 -
14.5

STANDARD 94010981 113 A8 14 AG 6.75 8.3 24 11.3 74.3 TT E11-106R-
003608

200/60 -
14.5

STANDARD 94010998 113 A8 14 AG 6.75 8.3 24 11.3 74.3 TL E11-106R-
003608

250/65 -
14.5

STANDARD 94027248 119 A8 12 AG 8.00 6.75 10 27.2 11.9 77.9 TL E11-106R-
003532

250/65 -
14.5

STANDARD 94027255 124 A8 14 AG 8.00 6.75 10 27.2 11.9 77.9 TL E11-106R-
003374

10.5/65 - 16 INDUSTRIAL 94028450 130 A8 14 W 9 W 8 L 10.4 29.3 13.3 85.9 TT E11-106R-
004313

10.5/65 - 16 STANDARD 94010912 130 A8 14 W 9 W 8 L 10.4 29.3 13.3 85.9 TT E11-106R-
004312

12.0 - 18
(340/70 -

18)

STANDARD 94010844 150 A8 16 11.0 13.5 35.5 16.3 105.8 TL E11-106R-
005355

Rolling Circumference & SLR values are at rated Load and inflation pressure. These values may vary at different Load and

pressure condition.
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